


 

SIEXTM IND-PB dry chemical powder systems are used to protect paint booths, particularly at industrial faci-
lities in the automotive, aviation and railway sectors or at body and paint shops in general.

The size as well as the construction and operational features or processes within vary from facility to faci-
lity, meaning a specific study and assessment is required for each different protection need. However, the 
problems related to fires are similar in all cases:

 A GREAT ALLY 
FOR THE 

INUSTRIAL 
SECTOR

SIEXTM IND-PB equipment is specially designed to fight specific hazards at these types of facilities and IN-
CLUDE THE NECESSARY COMPONENTS FOR ADEQUATE RESPONSE TO FIRES.  Additionally, it is officially 
approved and certified by independent agencies of renowned international prestige.
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The ideal protection for these risks which require immediate action due to their quick genera-
tion and spread. 

SIEXTM IND-PB responds to the threat of fire effectively, quickly eliminating any flames. It is deposited as a homogeneous layer 

that separates the oxidising agent from the fuel to prevent any chain reactions. It also helps obstruct the emission of toxic fumes 

and suffocates fire.

The equipment uses highly-pure BC dry chemical which is waterproof and does not clump together. It’s absolutely 

adequate in fighting the most common hazard situations involved with booths such as:

The configuration adapts to the design of each type of 

facility to cover the following possible fire sources:

BOOTH

VENTILATION AND EXTRACTION FANS 

CONDUITS 

PITS

WAREHOUSE / THERMAL TREATMENT

The protection needs may vary in size or content, so SIEX 

offers the right solutions for different types of fires and 

project requirements. It works quickly yet transitorily so 

there is no prolonged inerting.

Fire from gases or inflammable liquids or fuels: 

spilled paint or solvent, the presence of oil, etc. 

Fire energized by the presence of electrical devices: 

sockets, machines, transformers, etc.



COMPONENTS

A SIEXTM IND-PB system comes with all the necessary for installation on site including 
iron fittings, manifolds and valves in addition to the corresponding official approvals and certificates.

STORED 
PRESSURE 
CYLINDERS: 

Available for capacities of bet-

ween 8 and 120 kg of agent; they 

can also be configured as batte-

ries. They are compact and ope-

rate autonomously, pressurized 

with nitrogen.

CARTRIDGE 
PRESSURE 
TANKS: 
SIEX has tanks of up to 15,000 kg 

which include the necessary nitrogen 

cylinders to guarantee the agent is 

propelled at the right pressure to the 

diffusers. 

It includes a safety valve, rupture disc, 

pneumatic outlet valve, pressure redu-

cer, tubes and control pressure gauge.

TANK SIZE (Kg)

25 85 100 200 550 750 1100

1.500 2.000 3.000 4.000 5.000 10.000 15.100

* SIEX also offers many other capacities. 
  Ask for more information

CYLINDER CAPACITY (Kg)

5 10 19 29 43

62 78 90 108 126

SIEXTM IND-PB equipment allows for electrical, manual, remote 
manual, pneumatic, mechanical and pyrotechnical activation as 
well as any combinations of these.



NOZZLES

DIRECTIONAL VALVES: 
They allow for simultaneous and centralised protection of several booths with the same equip-

ment, designed based on the booth which requires the most agent. 

They bring significant economic savings as duplicate equipment is not necessary. 

DETECTION 
SIEX systems may be activated by means of an electronic panel, a mechanical panel (with ther-

mal fuses) or pneumatic detection (a detection box). The latter two are completely autonomous 

and operate automatically which guarantees they will operate properly under any circumstance 

even when electricity goes out.  They can also be used as redundant safety systems.

RESERVE EQUIPMENT 
Recommended in cases where booths are used to paint products that are costly to replace, hold 

valuable equipment or may be affected by aftershocks. 

It provides uninterrupted action under maintenance as they can be switched using the manual 

cut-off valves following a signal to the central fire monitor.

CYLINDER CAPACITY (Kg)

5 10 19 29 43

62 78 90 108 126

SIEX also offers flameproof components.

There is a wide range of diffusers depending on the application of use 

or specific need.

Total flooding nozzles offer homogeneous 360º distribution. 

Vertical local application nozzles are used if there are any open areas 

or large gaps. 

Finally, flat local nozzles, curtain kind, are used to protect the surfa-

ce of areas which may be affected by spills.

Equipment accessories



LA APLICACIÓN 
The agent can be used for total flooding in the area, if the gaps are small, or local application based on 

the booth design (a number of openings, open fronts, etc.).

The hazard inherent to these areas means such continuous 

protection used should be supported by and completed with 

an appropriate prevention, action and re-start plan. 

Periodic inspections are important along with adequate main-

tenance to prevent accumulated residue or deposits that block 

the nozzles. 

The walls are smooth with the proper construction resistance.  

The various processes performed are separated spatially or in 

time so the room can be aired out and the hazardous particles 

removed before any thermal treatment given that any spills 

or the proximity of heat sources are the most common fire 

causes. 

The protection will include the paint booth in and 
of itself as well as the plenum, pit and associated 
extraction conduits.



The simple and robust design means
it is fully reliable and resistant
to prevent false alarms.
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EXTINCIÓN OPTIMIZADAINSTALLATION AND MAINTENANCE 

SAFETY AND COMMITMENT

Complete
booth protection, 

even adjacent 
uses and 
conduits. 

Water tightness 
not required for 

application

The agent is of 
great spatial 
dispersion 

which improves 
the range. 

Specific 
nozzles

for each type
of booth
and use. 

A complete pack. 
Low-cost and 

easy-to-acquire 
agent. 

Valves may be 
included for easier 

handling and 
recharging. 

Compact equipment 
(cylinders), easy 
tank handling 
(supports and 

handles). 

Comprehensive 
consulting 

throughout all 
phases of the 

process.

Immediate 
action,

ideal for quickly 
progressing fires. 

Environmentally-
friendly: zero 
greenhouse 

gas and ozone 
destruction. 

The SIEX quality 
and safety 

guarantees, 
with international 

certification.

Safe for 
occupants.



SIEX
C. Merindad de Montija nº 6
P.I. Villalonquéjar 09001
Burgos (SPAIN)

TEL.: +34 947 28 11 08
WEB: WWW.SIEX2001.COM

SIEX® is a registered trademark.

The information provided in this document is for information purposes 
only. Technical information must be used for the installation of all SIEX 
systems. SIEX assumes no liability for any use that third parties may 
make of this information.
SIEX reserves the right to make any change in both the capabilities 
and features of its equipment.
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